
MGW OIL SEPARATOR SELECTED MODELS PARAMETER SHEET

Sealed series oil separators

Product specifications

Suitable refrigerants HFC / HCFC / CFC

Max. working pressure 3.5 MPa / 510 PSIG

Temperature range -40 to +120 C

Capacity basis Nominal cooling capacity (kW)

Sealed series capacity and dimensional data Capacity values in kW; dimensions in mm

MGW Model
Conn. size

(ODF)

Dimensions (mm) Nominal cooling capacity (kW) at evaporating temperature

ØD H H1 A R22 R134a R404A / R507

-40 C -20 C 5 C -40 C -20 C 5 C -40 C -20 C 5 C

MGW-55824 1/2" 102 242 35 48 5.3 6.2 7.0 3.2 4.5 6.2 5.3 6.2 7.0

MGW-55855 5/8" 102 336 37 48 15.8 17.5 19.3 11.4 13.4 15.8 14.4 16.4 19.3

MGW-55877 7/8" 102 418 39 48 24.6 26.2 28.1 16.7 19.3 22.4 22.8 25.2 28.8

MGW-55889 1-1/8" 102 448 45 48 31.7 34.3 37.0 22.4 26.3 29.9 30.0 33.4 37.4

MGW-559011 1-3/8" 102 473 45 48 40.4 43.6 47.5 28.1 33.6 40.4 36.7 43.3 49.0

MGW-569213 1-5/8" 159 428 48 70 56.3 58.9 63.3 41.3 48.4 56.3 51.0 57.3 65.1

Dimensions: ØD = shell diameter; H / H1 / A follow the supplied catalogue drawing convention.

Capacity chart supports R22, R134a and R404A/R507 at the indicated evaporating temperatures.
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MGW OIL SEPARATOR SELECTED MODELS PARAMETER SHEET

Demountable flange series oil separators

Refrigerating capacity at evaporating temperature Capacity values in kW

MGW Model Source row
ODF

(in)

Capacity at evaporating temperature (kW)

R404A / R507 R134a R22 / R407C

-40 C 5 C -40 C 5 C -40 C 5 C

MGW-5302 5120-5302 5/8" 14.2 19.3 11.4 15.8 15.9 19.5

MGW-5303 5120-5303 7/8" 22.8 29.2 16.7 22.4 24.8 28.3

MGW-5304 5120-5304 1-1/8" 30.0 37.6 22.4 29.9 31.8 37.2

MGW-5305 5120-5305 1-3/8" 36.7 49.0 28.1 40.4 40.5 47.8

MGW-5306 Not in image 1-5/8" -- -- -- -- -- --

Mechanical parameters Dimensions in mm; ODF and SAE in inches

MGW Model
ODF

(in)

Oil return

SAE (in)

Dimensions (mm) Pre-charge

qty (ml)

Volume

(L)
Remarks

ØD L h H M

MGW-5302 5/8" 1/4" 102 50 335 370 M10 400 2.38 ①

MGW-5303 7/8" 1/4" 102 50 415 455 M10 400 2.98 ①

MGW-5304 1-1/8" 1/4" 102 50 440 482 M10 400 3.16 ②

MGW-5305 1-3/8" 1/4" 102 50 478 520 M10 400 3.44 ②

MGW-5306 1-5/8" -- -- -- -- -- -- -- -- Not supplied

① ODF below 1-1/8 in: copper pipe and flange without steel bush.  ② ODF 1-1/8 in and above: copper pipe and flange use a steel bush.
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MGW-5306 5130-6304 1-5/8" 51.4 65.2 41.3 56.3 56.5 63.4

MGW-5306 1-5/8" 3/8" 159 75 430 476 M12 800 7.20 2)

1) ODF below 1-1/8 in: copper pipe and flange without steel bush.  2) ODF 1-1/8 in and above: copper pipe and flange use a steel bush.
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