DunAn

Ball Valve
FQ Series

Application

FQ series ball valves are used in liquid line,
suction line, and hot gas line in refrigeration and
air conditioning systems to manually open or

close refrigerant flow. The access port type is
also supplied.

Features

Modified polymer to ensure the tightness, and long lifetime;
Bidirectional flow with low pressure drop;

- Small installation space required;

- Supplied with/without access port.
Holes for panel mounting.

Approvals

UL, Declaration according to PED.

Technical Data

Applicable Refrigerants: R134a, R407C, R410A, and R404A
Medium Temperature: -30 °C ~120°C

Ambient Temperature: -20 °C ~60°C

Max. Operating Pressure: 4.5 MPa

Applicable Relative Humidity: <95%
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FQ-116-DN10  1/2" 12.7 138.5 74.5 16.5 21 M5x%0.8

FQ-116-DN13  5/8" 16 125 160 85 125 31 19 53 16 21 5 M5x0.8 121
FQ-116-DN15  3/4" 19.1 15 160.5 84.5 17 34 235 55 17 21 5 M5x08 18.3
FQ-116-DN20  7/8" 223 19 1845 97 17 37 295 66 193 24 5 M5x0.8 274
FQ-116-DN25 1-1/8" 28.6 24 208 109 22 44 37 78 23 24 5 M5x0.8 50.8

FQ-116-DN32 1-3/8" 35 32 2515 133 25 52 43 915 30 28 8 M5x0.8 89.1
FQ-116-DN40 1-5/8" 42 38 280 146 28 57 58 106 35 28 10 M6x1.0 1143
FQ-116-DN50 2-1/8" 54 50 305 1575 35 61 78 125 45 28 10 M6x1.0 244
FQ-116-DN65 2-5/8" 67 63 343.5 177.5 37 72 89 1465 55 32 15 M10x1.0 402
FQ-116-DN75 3-1/8" 79 74 408 208 42 79 114 177 67 32 15 M10x1.0 554
FQ-110-DN10  1/2" 12.7 10 138.5 74.5 10 16 52 165 21 5 M5x0.8 6.1

FQ-110-DN13  5/8" 16 12,5 160 85 12.5 19 53 16 21 5 M5x0.8 121
FQ-110-DN15  3/4" 19.1 15 160.5 84.5 17 235| 5B 17 21 5 M5x08 18.3
FQ-110-DN20 7/8" 223 19 1845 97 17 295 66 193 24 5 M5x0.8 274
FQ-110-DN25 1-1/8" 28.6 24 208 109 22 37 78 23 24 5 M5x0.8 50.8

FQ-110-DN32 1-3/8" 35 32 2515 133 25
FQ-110-DN40 1-5/8" 42 38 280 146 28
FQ-110-DN50 2-1/8" 54 50 305 157.5 35
FQ-110-DN65 2-5/8" 67 63 343.5 177.5 37
FQ-110-DN75 3-1/8" 79 74 408 208 42

43 915 30 28 8 M6x1.0 891
58 106 35 28 10 M6x1.0 114.3
78 125 45 28 10 M6x1.0 244
89 146.5 55 32 15 M10x1.0 402
114 177 67 32 15 M10x1.0 554
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Note: FQ-116-** has band filling nozzle, FQ-110-** has no filling nozzle.



